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Class 2 cement mortar bed to
Clause 2404 min 15 thick

Nominal 125 x 75 x 125
granite setts

Blocks laid to
1:40(min) crossfall

HB2 or SP kerb

ST3 concrete

75 thick Class ST3 concrete
with 100 wide haunch

75 thick Type 2 granular
sub-base

GRANITE SETTS TO ISLANDS, FOOTWAYS ETC

EF 200 edging*

Finished level of
footway/cycleway

50 thick dry 1:4 cement
sand mortar (or as
recommended by block
paving manufacturer)

Edging detail (see
Drg No SD/1100/3 )

Kerb detail see Drg No SD/1100/2
with height of kerb backing reduced
to suit specified depth of blocks

4 rows of blocks laid stretcher bond (bond on blocks
100mm.) Blocks run parallel to kerbs.

TYPICAL CROSS SECTION DETAIL OF BLOCK PAVING

PC kerb

PC slabs laid on mortar
pads at a slope of 2:1

PC edging

Class ST3 concrete

PC SLABS LAID ON EDGE

KERBS AND FOOTWAYS
TITLE:

Notes on RevisionDateRev

AUTOCAD REF

DATE

SCALE

NOT TO SCALE
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NOTES:

1. All dimensions are in millimetres unless
otherwise stated.

2. * Where the depth of block exceeds 80mm
then PC11 - 250 edgings should be used.

GRANITE SETTS AND SLABS LAID ON EDGE

SD/1100/04

c   Crown copyright 2015. All rights reserved. Use of
this image is limited to viewing on-line and printing
one copy. Leicestershire County Council. 100019271.

K:\GENERAL\D9997STDDRG\STD DRGS 2015
ENVIRONMENT AND

TRANSPORT DEPARTMENT

APRIL 2024

Supersedes Dwg. SD/11/4 - September 200201.04.20240

AutoCAD SHX Text
o


	Sheets and Views
	SD-1100-04 - GRANITE SETTS AND SLABS LAID ON EDGE-SD_1100_4


