
Safety Margin Strip

(see Permitted Alternatives
on Drg No SD/1100/14 )
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2 No 305 x 255 Quadrants

'B'

Side entry gully with
hinged access cover
(see Note 3)
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KERBS AND FOOTWAYS

THE FOLLOWING DRAWING IS SD/1100/17
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NOTES:

1. All dimensions are in millimetres unless
otherwise stated.

2. (a) CYCLEWAYS CONSTRUCTED
ALONGSIDE EXISTING
CARRIAGEWAYS:
The joint between the carriageway and
the cycleway surfacing shall be along
the line 'A'-'A'. The edge of the existing
surface course should be cut-back to a
clean vertical face and coated with a
hot bituminous binder prior to laying the
cycleway surfacing.

(b) CYCLEWAYS CONSTRUCTED
ALONGSIDE NEW CARRIAGEWAYS:
The surface course and binder course
of the carriageway should be raked out
to a line 'B'-'B' and cut-back to a clean
vertical face and coated with a hot
bituminous binder prior to laying the
cycleway surfacing.

3. Where the cycleway falls away from the
carriageway, a side entry gully shall be
constructed as shown at the low point. The
gully shall be a side entry Aquakerb D400
or similar approved.

START OF CYCLEWAY ON PRINCIPAL AND MAJOR ROUTES

SD/1100/15

c   Crown copyright 2015. All rights reserved. Use of
this image is limited to viewing on-line and printing
one copy. Leicestershire County Council. 100019271.

K:\GENERAL\D9997STDDRG\STD DRGS 2015
ENVIRONMENT AND

TRANSPORT DEPARTMENT

APRIL 2024

Supersedes Dwg. SD/11/15 - September 200201.04.20240

AutoCAD SHX Text
o


	Sheets and Views
	SD-1100-15 - START OF CYCLEWAY ON PRINCIPAL AND MAJOR ROUTES-SD_1100_15


